WINDOWS AND DOORS SPECIFICATIONS AND PRICING QUOTE
All materials used in provision of services must meet or exceed 10 CFR 440
 Appendix A: “Standards for Weatherization Services”

Estimate to remove and replace windows and doors in accordance with federal energy efficiency standards and installation methods including LSW (if applicable).
Contractor is responsible for leaving the job site clean, hauling away job debris, and existing equipment (if applicable) and for properly disposing of existing materials to meet LSW regulations. 

Project commencement and completion must be accomplished within _________ working days of notice to proceed.

REPLACEMENT:  Contractor must include permit fees (if applicable), sales taxes, labor and materials to complete project.
	WINDOW REPLACEMENT: (Brand




)


	Scope of Work
	Sq. Ft. Cost

	Insulated dual pane, Low-E, White, Vinyl Window
	$

	Pre-hung, weatherstripped, insulated metal door
	$

	Pre-hung, weatherstripped, solid core wood door
	$


==================================================================

REPAIRS: Provide labor rate per hour for window and door repairs.
	WINDOW AND DOOR REPAIRS

	Labor Rate Per Hour- Door
	$

	Labor Rate Per Hour- Windows
	$


Materials will be reimbursed at actual cost with an allowance for handling of materials at a percentage of actual cost.  Contractor will be required to submit the actual material receipt with all reimbursement requests.
	Handling Cost 

% of actual materials cost




Signature





Date

